
HYDROLINK
COILED TUBING 
‘DROP IN DRUM’
SPOOLER SYSTEM

  

 

STANDARD SPECIFICATION

65 Ton Dynamic Load for 
Oilfield and Offshore
Applications

Weight and Dimensions

Unladen weight (without drum) : 13,500kg (29,700lbs)
Length of skid (closed)  : 5.2m (205”)
Length of skid (extended)           : 7.1m (280”)
Width of skid   : 3.0m (118”)
Height of skid (without drum)            : 3.7m (146”)
Height of skid (with drum)                : 6.3m (248”)

Shaft

Internal bore   : 48mm (1.88”)
Continuous working pressure             : 690bar (10,000psi)

Other features

•  Up to 50,000Nm (36,000lb-ft) torque at 350 bar(5,000psi).
•  Capacity (incl. mud/water) : 65,000kg (143,000lbs).
•  Shaft with WECO threaded fittings for swivel and slip ring.
•  Level wind arm inclination up to 50° (horizontal).
•  Electronic control of hydraulic spool mechanism.
•  Local and remote control stations – both with manual and    
    electronic control.
•  High utilization capability for continuous use.

The Hydrolink Coiled Tubing Spooler unit 
HL-CTS-65 is a telescopic coiled tubing 
spooler that can be hydraulically adjusted 
to a wide range of drum diameters and 
widths. 

It features the industry’s most robust 
Hagglunds direct drive motors, offering 
superior reliability over chain sprocket 
systems. 

The unit utilises standard shipping 
drums – wood and steel.

Where necessary, spoolers can be tailored 
to specific customer requirements.
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Tel: +971-4-8861414   •   Fax: +971-4-8861413    
e-mail: info@hydrolinkgroup.com

www.hydrolinkgroup.com
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