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APPLICATIONS

Compressed Air Dryer packages skid mounted by Hydrolink, are complete 
air treatment systems that include an air driven Pre-cooler with Moisture 
Separator, Coalescing Pre Filter, Heatless Desiccant Air Dryer and a 
particulate removal After Filter. The versatile skid packages are built to the 
highest standards and are designed to stringent offshore specifications. 

Pipeline cleaning, drying and testing
Process / Power plants 
Commissioning instruments
Instrument Air / Plant Air during outages
Drilling
Catalyst regeneration
Shot blasting & Painting
Temporary extra capacity

SPECIFICATION

Type

Rated Flow - m³/hr (scfm )

Maximum Air Inlet Pressure - bar (psi)

Minimum Air Inlet Pressure - bar (psi)

Dew point Options

Inlet/Outlet - mm (in)

Controls

Pre cooler

HL-ADS-800-10

Heatless/Desiccant

1920 (1130)

10.3 (149.35)

4.1 (59.45)

-40 ˚C /-70 ˚C

76 (3)

 Pneumatic

Air cooled/Air motor driven

HL-ADS-1600-10

Heatless/Desiccant

3568 (2100)

10.3 (149.35)

4.1 (59.45)

-40 ˚C /-70 ˚C

102 (4)

Pneumatic

Air cooled/Air motor driven

HL-ADS-3000-10

Heatless/Desiccant

5097 (3000)

10.3 (149.35)

4.1 (59.45)

-40 ˚C /-70 ˚C

152 (6)

Pneumatic

Air cooled/Air motor driven
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