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Hydrolink offer a large selection of pump units 
for de-watering, filling, pressure testing and 
pipeline flushing. Drives can be diesel or 
electric and the pump units are skid mounted 
with on-board fuel tanks for diesel units.

Special purpose pump sets, for the Oil & Gas, 
Petrochemical and Offshore sectors, can be 
built to order.

De-watering
Volume filling
Pipeline flushing
Pressure testing
Chemical flushing

APPLICATIONS

 Can be bui l t  to customer speci f icat ion on request
*Duty Point

SPECIFICATION

Impel ler  -  mm ( in)

Casing

*Pressure -  bar (psi)

Flow -  m³/hr (US gpm)

Power -  kW (hp)

Length -  mm ( in)

Width -  mm ( in)

Height -  mm ( in)

Weight -  Kg ( lbs)

DP-KRZ-200

390 (15)

End Suction

6 (87)

500 (2201)

110 (1721)

2700 (106)

1500 (59)

2100 (83)

2000 (4400)

DP-100H

470 (18)

2-Stage

20 (290)

150 (660)

150 (200)

3500 (138)

1800 (71)

2250 (89)

3500 (7700)

DP-150D

515 (20.3)

Split Case

12 (174)

600 (2641)

250 (333)

4000 (157)

1800 (71)

2250 (89)

4500 (9900)

DP-250DF

525 (20.7)

Split Case

13 (189)

1200 (5282)

580 (771)

5000 (197)

1800 (71)

2750 (108)

7000 (15400)

DP-250D

542 (21.5)

Split Case

13 (189)

1500 (6603)

580 (771)

5750 (226)

1800 (71)

2500 (98)

7500 (16500)

DP-150H

595 (23.4)

2-Stage

30.5 (442)

600 (2641)

580 (771)

5750 (226)

1800 (71)

2500 (98)

7500 (16500)

DP-300D

590 (23.2)

Split Case

12 (174)

2400 (10564)

1260 (1676)

6000 (236)

1800 (71)

2500 (98)

8000 (17600)
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