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36 Cartridges 1016 mm (40”) long

150 m³/hr (660 US gpm) per Vessel 

10 bar (145 psi)

-29 °C to 107 °C ( -20 °F to 225 °F )

ASME Code Design and ‘U’ Stamp

6” ANSI, Class 150 

2” NPT Ball Valve

1” NPT Ball Valve

 ½” NPT Ball Valve

SS 316 Wetted Parts

Mild Steel

Cast Iron body, SS-316L Disc, SS Piping

Load certified eyes; Forklift pockets

2225 kg (4895 lbs)

2900 x 1250 x 2250 (114” x 49” x 89”)

 HL-DFS-NU-210M-10B-M-SS-316L HL-DFS-NU-275M-10B-M-SS-316L

55 Cartridges 1016 mm (40”) long

225 m³/hr (990 US gpm) per Vessel

10 bar (145 psi

-29 °C to 107 °C (-20 °F to 225 °F)

ASME Code Design and ‘U’ Stamp

6” ANSI, Class 150 

2” NPT Ball Valve

1” NPT Ball Valve

 ½” NPT Ball Valve

SS 316 Wetted Parts

Mild Steel

Cast Iron body, SS-316L Disc, SS Piping

Load certified eyes; Forklift pockets

2300 kg (5060 lbs)

2900 x 1250 x 2250 (114” x 49” x 89”)

No. of Cartridge per Filter Housing

Max. Recommended flow 

Design Pressure

Design Temperature

Design of Vessel

Inlet / Outlet

Dirty Drain

Clean Drain

Vent

Material of Filter Housing / Vessel

Material of Frame & Skid

Material of Pipes and Valves

Lifting

Skid Weight

Dimension - mm (in)

Hydrolink design and manufacture high flow, 
multi-purpose filter skids, used extensively in 
oilfield, power generation and utility industries.
The versatile skid packages are built to the 
highest standards and can be configured for 
both parallel and series flow.

Diesel filtration
Completion fluids
Water injection
Produced water polishing
Prefiltration to RO systems

APPLICATIONS

SPECIFICATION
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