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APPLICATIONS

SPECIFICATION
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Electric and diesel driven flushing units reduce contamination and provide a defined system 
cleanliness level. Hydrolink flushing units have been proven to reduce system downtime and 
maintenance costs.

Hydraulic pipeline cleaning
New piping installation
Hydraulic flushing and system performance

Electric Motor Capacity - kW (hp)

Diesel Engine Capacity - kW (hp)

Working Pressure - bar 
                (psi)

Flow - lpm 
          (US gpm)

Hydraulic Tank Capacity-L (US gal)

Weight (w/oil) - kg (lbs)

37 (50)

N/A

200 
(2900)

0 to 80 
(0 to21)

200 (52)

1200 (2640)

75 (101)

N/A

200 
(2900)

10 to 150
(2.6 to 39.6)

400 (104)

2000 (4400)

N/A

48 (64)

150-260 
(2175-3770)

162-38 
(43-10)

400 (104)

3000 (6600)

N/A

109 (146.6)

136-195-240
(1972-2827-3480)

408-284-142 
(107-75-37)

1800 (468)

4000 (8800)

N/A

109 (146.6)

350-210-210
(5075-3045-3045)

90-110-45
(23-29-12)

1800 (468)

4000 (8800)

DHU-1800L-D109K
-V245L-210B

DHU-400L-D48K
-V200L-260B

DHU-1800L-D109K
-V840L-240B

EPU-200L-E37K
-P80L-200B

EPU-400L-E75K
-P150L-200B

EPU-E55K-S1700L
-12B-VFD

55 (74)

N/A

12 
(160)

220 to 1721
(57 to 444)

N/A

1800 (4000)

* Can be built to customer specification

H
L-

F-
09

09
/0

07
.0

1


