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APPLICATIONS
Pipeline drying
Inert gas charging
Leak detection

SPECIFICATION
HL-UEM-180-NFSK HL-SPS-180-NFSK

Maximum gaseous nitrogen flow rate – m³/min (scfh)

Maximum working pressure – bar (psi) 

Maximum gaseous nitrogen temperature –  ˚C (˚F)

Engine power kW (hp) 

Engine

Pump drive arrangement 

Boost pump

Main pump

Piping 

85 (180,000)

1,030 (15,000)

21 (70)

410 (550) @ 2,100 rpm

Detroit Diesel Series 60

Hydraulic

Centrifugal 

Triplex Cryogenic 

304L/316L stainless steel

85 (180,000)

1,030 (15,000)

21 (70)

490 (657) @ 2,240 rpm

Caterpillar 3406

Hydraulic

Centrifugal 

Triplex Cryogenic 

304L/316L stainless steel

* Other specifications available.

www.hydrolinkgroup.com

The Hydrolink skid mounted, self-contained, non-fired Nitrogen Pumping Unit is a diesel-driven 
high pressure nitrogen pump for use in applications such as pipeline drying, nitrogen charging 
and leak testing. This high specification product utilizes modern cryogenic technologies and 
materials, and has many special features to facilitate operation and enhance safety in the field. 
Incorporating both fork-lift portability and a rugged 4-point lifting frame, these pumps are 
suitable for both onshore and offshore environments. Units can be supplied in either “zoned” or 
“non-zoned” specifications. 
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