
A set of offline filtration units that range from 
a basic electric trolley to an explosion proof unit 
with built-in contamination monitoring. The units 
are lightweight, portable and available in four flow 
sizes. The Hydrolink filtration trollies are simple to 
operate, clean and maintain, and significantly 
reduce equipment maintenance costs.

SPECIFICATION

Pump

Drive

Flow Rating - lpm (US gpm)

Viscosity

Max. Operating Pressure

Max. Operating Temp.

Compatibility

Test Point

Fi l ter  Element

Part ic le Monitor (Onl ine)*

35 (9) 250 (62) 20 (5) 71 (18)

10-400 cst

4 bar (60 psi) 

55 ˚C (131 ˚F) 

Hydraulic oil based mineral oil 

Gear Pump

Electric
230V (1-ph)

Electric 
380V (3-ph)

Electric
380V (3-ph)

Pneumatic
20lps @ 7bar

Fluid sampling and dignostics if required

Choice of absolute rated filters. 

Provide particle information at 4, 6 & 14 microns vv

Filtering particles from new oil
Improving cleanliness in fluid systems
System flushing

APPLICATIONS

JEBEL ALI - Headquarters   P.O. Box 18502, Dubai, UAE 
Tel: +971-4-8861414   •   Fax: +971-4-8861413    
e-mail: info@hydrolinkgroup.com
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HYDROLINK
PORTABLE 
FILTER UNITS
Filtration trolley integrated with on-line 
particle counters to measure / monitor
the oil cleanliness levels as per
ISO 4406 cleanliness standards.

HFCT-020-TP
-03-NS-VPC

HFCT-035-AM
-03-NS

HFCT-080-TP
-03-NS-VPC

HFCT-240-TP
-03-NS-VPC

* Optional: Avilable only with electric motor.
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