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Concrete crushing
Hydraulic presses
Hydraulic drives
Pipe fusion
Hull cleaning

APPLICATIONS
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SPECIFICATION
EPU-100L-EE5.5K

-G9L-150B
EPU-160L-EE2.2K

-G6L-150B
EPU-300L-E30K

-SP80L-160B
EPU-630L-E75K

-P160L-220B
EPU-1000L-2E55K

-2SP133L-210B
EPU-1400L-E110K

-TV1000L-415B

Working Pressure - bar (psi)

Flow - Ipm (US gpm)

Hyd. Tank Capacity - L (US gal)

Weight (w/o oil) - kg (lbs)

150 (2178) 

9 (2.4)

100 (26)

200 (440)

150 (2175)

6x2 (1.6x2)

160 (42)

250 (550)

160 (2320)

80 (21)

300 (78)

350 (770)

220 (3190)

600 (158)

1800 (3960)

210 (3045)

1000 (264)

2800 (6160)

Electric Motor Capacity kW (hp) 5.5 (7.5) 2.2x2 (3x2) 30 (40) 75 (100) 55x2 (74x2) 110(150)

415 (6018)

1000 (264)

1400 (364)

2100 (4620)

160 (42) 133x2 (35x2)
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Hydrolink hydraulic power packs are very low noise, compact 
units. Designed for a maximum operating pressure of 400 bar 
at maximum pump volume, standard units include a separate 
filter/cooler circuit, easy access for maintenance, a proportional 
control system, safety interlocks on oil level and temperature, 
and tanks designed to  BS 6525:1984.  

Where applications dictate, these units can be supplied with 
stainless steel or aluminum tanks, suitable components for 
water-glycol systems, a tank heater, air-cooled or water-cooled 
external coolers, accumulators and in-built umbilicals for 
hydraulic tools. Options include zone-rated and diesel driven 
units, and 3rd Party certification can be provided.


