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APPLICATIONS
Cantilever skidding
BOP skidding

Cantilever skidding systems, available in the longitudinal transverse or combination axes.
Power units can be produced to Zone 1 specification and control units can either be 
combined with the power unit or supplied as a stand-alone console.

SPECIFICATION

Axis

Load Capacity - Ton

Speed - m/min (ft/min)

Elec. Motor Capacity - Kw(hp)

No. of Cylinders

Hydraulic Units

Working Pressure - bar (psi)

Flow - lpm (US gpm)

Hyd. Tank Capacity - L(US gal)

Weight - kg (lbs)

HL-SK-L800T
/T400T

Longitudinal

800/400

0.5 (1.65)

55 x 2 (74 x 2)

4+2

1

215 (3118)

231 (61)

1000 (264)

4000 (8800)

HL-SK-T-250T

Transverse

250

0.8 (2.5)

55 (74)

2

1

215 (3118)

130 (34)

600 (158)

2500 (5500)

HL-SK-L-900T

Longitudinal

900

0.5 - 1 (1.6 - 3.2)

110 (147)

4

1

170 (2465)

320 (85)

1200 (315)

3000 (6600)

HL-SK-T-200T

Transverse

200

0.7 (2.3)

55 (73)

2

1

210 (3000)

140 (37)

400 (105)

2500 (5500)

Longitudinal

1400/140

0.3 (1.0)

75 x 2 (100 x 2)

4+2

1

210 (3045)

186 (48)

1000 (264)

4400 (9680)

HL-SK-L1400
/T140T

HL-SK-L940T
/T250T

Longi./Trans.

940/250

0.6 (2)

66 x 2 (88 x 2)

4 + 2

1

207 (3000)

146 x 2 (38 x 2)

1000 (264)

4000 (8800)

* Can be built to customer specification on request.
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