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SPECIFICATION

APPLICATIONS

Wire line coiling and de-coiling
Cable maintenance and inspection
Installation of cables at well locations

www.hydrolinkgroup.com

Load Capacity - Ton 

Speed - rpm

Max Reel Diameter - mm (in)

Working Pressure - bar (psi) 

Flow - lpm (US gpm)

Hyd. Tank Capacity - L (US gal)

Weight - kg (lbs)

Drive

Application

HLGS-E
-10-9268

10

10 to 35

2337 (92)

100 (1450)

37.5 (9.9)

150 (39)

2000 (4400)

Electric

Industrial

HLGS-E
-12-9268-1

12

10 to 35

2337 (92)

100 (1450)

37.5 (9.9)

150 (39)

2000 (4400)

Electric

Industrial

HLFS-E
-10-9268-1

10

20

2337 (92)

200 (2900)

12 (3.2)

150 (39)

3000 (6600)

Electric

Zone 1

HLFS-E
-12-9268-1

12

20

2337 (92)

200 (2900)

11 (2.9)

150 (39)

3000 (6600)

Electric

Zone 1

HLFS-E
-15-9268-1

15

20

2337 (92)

200 (2900)

11 (2.9)

150 (39)

3000 (6600)

Electric

Zone 1

HLFS-A
-2-6037

2

4 to 20

1524 (60)

7 (101)

-

N/A

2200 (4840)

Pnumatic Motor

Zone 1

HLFS-D
-12-9268-1

12

20

200 (2900)

11 (2.9)

150 (39)

3000 (6600)

Diesel Eng

Safe area / Zone 2

2337 (92)

Option Include

* Foot switch operation

* Full DNV certification

* Ask for any special requirements
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Pneumatic, Electric or Diesel driven spooler units for 
cable maintenance and inspection (ground applications) 
or cable installation (field applications). 
The Hydrolink design ensures easy reel handling with a 
sliding motor assembly. Cylinders are fitted inside the 
box section for even lifting and field units are protected 
with wrap around bumpers.


