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SPECIFICATION

Pressure - bar (psi)

Flow - lpm (US gpm)

Power - kW (hp) *
Water Tank - L (US gal)

Fuel Tank  - L (US gal)

Length - mm (in)

Width - mm (in)

Height - mm (in)

Weight - kg (lbs)

2500 (36250)

23 (6)

110 (147)

350 (91)

650 (168)

2700 (106)

1380 (54)

2326 (91)

4000 (8800)

2750 (39875)

26 (7)

137.5 (184)

350 (191)

650 (168)

3000 (118)

1600 (63)

2150 (84)

4500 (9900)

2000 (29000)

40 (10.6)

154 (206)

350 (191)

650 (168)

3000 (118)

1800 (71)

3000 (118)

4500 (9900)

2800 (40600)

46 (12)

248 (332)

350 (191)

650 (168)

3000 (118)

1800 (71)

3000 (118)

4500 (9900)

UHP-24-K10016A
-23-D119

UHP-24-UH210
-26-D190

UHP-24-K16018
-40-D174-TM-SA

UHP-24-K25019A
-46-D280

* Quoted power requirement based upon 87.5% efficiency.
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Hydrolink design and build High Pressure (HP) and Ultra High 
Pressure (UHP) pump units in standard surface preparation 
configurations or custom designed to end user requirements. All 
Hydrolink pump units are designed for extreme conditions and are 
ideal for the Marine, Offshore and Oil & Gas markets.

Surface preparation
Concrete demolition
Hydrostatic testing
Tube bundle cleaning
Fluid Transfer

APPLICATIONS

ABOVE 1800 Bar


